
Cut precisely to size… …plaster or tile, done!…screw or bond and reinforce…

WC dry wall installation cladding  

for tiles, plaster and mosaic

The fully prepared solution for cladding WC dry wall installations. The wedi I-Board is 

suitable for large-format tiling, whilst the wedi I-Board Plus, thanks to a pre-integrated 

reinforcement plate, can be plastered or tiled with mosaic from 2 x 2 cm.

wedi I-Board® &  
wedi I-Board® Plus



wedi I-Board wedi I-Board Plus

Format 1,200 × 1,245 × 20 mm 1,200 × 1,245 × 20 mm

Can be cut individually Yes Yes

Installation Direct bond with wedi 610 adhesive 
sealant or mechanical fix

Direct bond with wedi 610 adhesive 
sealant or mechanical fix

Included in the set 1 × wedi I-Board
6 × self-tapping screws
6 × wedi Tools washers

1 × wedi I-Board Plus
6 × self-tapping screws
6 × wedi Tools washers

Integrated reinforcement No Yes

Suitable for Medium and large-format tiles  
from 10 × 10 cm

Small-format tiles, mosaic  
from 2 × 2 cm, plaster

wedi I-Board® / wedi I-Board® Plus WC dry wall installation cladding 

A
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A
BA

wedi 610, adhesive sealant wedi Tools, joint reinforcement tape, self-adhesive

Other components to consider:

Your specialist retailer:

   Further product information and all product data can be found in the current 

wedi price list and at www.wedi.co.uk

length × width × thickness pallet edging order no.

wedi I-Board WC dry wall installation cladding 1,200 × 1,245 × 20 mm 30 units 073964220

wedi I-Board Plus WC dry wall installation cladding 1,200 × 1,245 × 20 mm 30 units 073964222

Both solutions include all components re-

quired for quick and easy cladding of WC 

dry wall installations. The choice of the right 

cladding element depends on the final sur-

face design, e.g. small or large-format tiles, 

mosaic or plaster.

The variants compared


