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ISO-CONNECT EPDM SEALING CORNERS (please check or fill in the appropriate form)

 INSIDE CORNER
Pieces:

 OUTSIDE CORNER
Pieces:

ORDER FORM
ISO-CONNECT EPDM  
SEALING COLLAR AND SEALING CORNER

Contact details 

Customer ID ......................................................................... 

Company: ...........................................................................

Name ...........................................................................

Street: ...........................................................................

Town / Post Code:  ..............................................................

Tel. / Fax: ...........................................................................

Email: ........................................................................... Date, Signature customer, Company stamp

Building project / Others

............................................................................................

............................................................................................

............................................................................................

Window profile manufacturer and profile type   -   Please note: description urgent needed for finish with eurogroove gasket!

 

Thickness of EPDM (mm) 
(please check)

Outside dimension  
window

Dimension C (mm) 
Construction depth 
window frame

Dimension D (mm) 
Wall area 

Dimension E* (mm) 
View window frame  
(optional)

Pieces

0.8 1.2 Dimension A 
(mm) Width

Dimension B 
(mm) Height

 

Explanations of the 
individual finishes 
see back page!

  PLEASE SEND ME A QUOTATION FOR THE FOLLOWING PRODUCTS
  WE HEREBY ORDER THE FOLLOWING PRODUCTS AT OUR CURRENT PRICES

The data sent will only be collected and used for the purpose of processing your requests and in order to enable you to use our services and offers.  
Further information can be found in our data protection policy see www.iso-chemie.co.uk/data-protection.
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 FINISH A
3-sided, without front part 

 FINISH C 
4-sided, without front part

 FINISH D
4-sided, with front part (E)*

 FINISH B
3-sided, with front part (E)*

FINISHES (please tick the appropriate box)

 without self-adhesive 
 with butyl-adhesive strip (BT)
 with eurogroove gasket (K)**

 without self-adhesive  
 with butyl-adhesive strip (BT)
 with eurogroove gasket (K)**

 without self-adhesive  
 with butyl-adhesive strip (BT)
 with eurogroove gasket (K)**

 without self-adhesive  
 with butyl-adhesive strip (BT)
 with eurogroove gasket (K)***

ORDER FORM
ISO-CONNECT EPDM  
SEALING COLLAR AND SEALING CORNER

  * At version with front flap (E), a butyl adhesive strip is glued on the front of the frame. 
**  Please indicate the profile type and the manufacturer on page 1.

ISO-Chemie GmbH \ 268 Bath Road \ Slough, Berkshire \ SL1 4DX \ UK \ Tel.: +44 (0)1207 56 68 67 \ Fax: +44 (0)1207 56 68 69
www.iso-chemie.co.uk \ info@iso-chemie.co.uk 
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