
Adoprufe-9005 

High performance reactive Integral water repellent and efflorescence reducer for concrete. 

Description 

Adoprufe 9005 is a reactive liquid emulsion admixture, designed to impart a high degree 
of water repellence in concrete mixes, significantly reducing water absorbency. 
Adoprufe 9005 reacts chemically with calcium hydroxide in the concrete to form a water 
repellent resin within the concrete pores. Whilst providing high levels of water repellence, 
the concrete is still breathable, allowing water vapour to permeate through the concrete. 
Vapour permeability is important as it prevents trapped moisture in the concrete. Trapped 
moisture can lead to spalling causing damage and compromising the concrete integrity. 

Occurrence of efflorescence is significantly reduced when using Adoprufe 9005 as an inte-
gral water repellent. Adoprufe 9005 reacts chemically with calcium hydroxide (which is 
formed when water is mixed with cement) reducing the amount of free salts within the 
concrete which cause efflorescence 

   

Benefits 

• Effective protection against driving rain  

• Significant Efflorescence (leaching) reduction  

• Alkaline-resistant  

• Low odour and VOC content 

Dosage 

Typical dose is 0.25 – 1.0%. 

Please note that dosage rates are dependant on the degree of water repellence required 
within the concrete. At higher doses, Adoprufe 9005 will provide water beading on the 
concrete surface which helps create a self-cleaning effect and reduces dirt build up. 

The correct dosage for the material package used should be determined by laboratory 
trials, please contact the Adomast Manufacturing Ltd Technical department for further 
advice. 



Properties 

Appearance: milky white liquid 
Density        : 
pH (0.5% in water): 6.0 

Application: 

Adoprufe 9005 has applications in a wide range of concrete application including block 
paving, concrete bricks and blocks, precast concrete, external renders, and mortars. 

Storage and Packaging  

Adoprufe 9005 is supplied in 1000Kg IBCs and 200Kg drums and 25kg jerry cans. 

Adoprufe 9005 should be stored in cool dry conditions. Unopened containers have a 
minimum shelf life of 12 months. 

Health and Safety 

Detailed information on handling and any precautions to be observed in the use of the 
product(s) described in this leaflet can be found in our relevant Material Safety Data Sheet 
(MSDS). 

For technical service please refer directly to Adomast Manufacturing Ltd’s technical team. We hope this information will be of value 

and if necessary, we will be glad to offer additional technical advice. Please note that all our information is given in good faith, we 

can assume no responsibility for any liability incurred. Data and results should be confirmed by the Buyer by testing the product 

under its intended conditions of use. 
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