
09/23-1 - All FIREFLY™ cavity barrier products must be installed in compliance with the 
FIREFLY™ Installation Guide, which is provided upon request. For larger installations, 
refer to the relevant product drawings 017 & 018. Contact the manufacturer for 
clarification on non-standard installations. Deviation from these drawings should not be 
carried out without written authority from the FIREFLY™ Technical Department.

All figures quoted are nominal, believed to be true at the time of printing and are 
presented without guarantee. It is up to the user to determine the suitability of use. 

TBA Protective Technologies Limited, Unit 3, 
Transpennine Trading Estate, Gorrells Way, 
Rochdale, OL11 2PX, UK

+44 (0) 1706 758817

tbafirefly.com

sales@tbafirefly.com

technical@tbafirefly.com

DESCRIPTION Lightweight, flexible timber wrap

Woven fibreglass fabric, with high temperature finishBASE FABRIC

60 minutes minimumINTEGRITY

10 metresLENGTH

6.5 kg / RollWEIGHT

500mmSLEEVE WIDTH

Class “0” ratingBUILDING
REGULATIONS, 
FIRE 
PROPAGATION 
TEST

1.3mmTHICKNESS OF
MATERIAL

DESCRIPTION

FIREFLY® Timber Wrap is a lightweight, woven glass fire barrier layer, designed to be 
affixed to or to be wrapped around a range of surfaces and structures as part of a 
FIREFLY® flexible fire barrier system.

Timber Wrap
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